MAX INPUT RESOLUTION
30fps @ 3840 x 2160

VIDEO CAPTURE FORMATS
MJPEG,YUY2

MAX ENCODING BITRATE
140Mbps

CHROMA SUBSAMPLING
Capture: YCBCR 4:2:2 @ YUY2

COLOR DEPTH
8bit

ASPECT RATIO
16:9

Ultra Low Latency | Less than 90ms

MAX DATA TRANSMISSION SPEED
2Gbps

RECORDING RESOLUTIONS
720 x 480(60p), 720 x
576(50p), 1280 x 720(50p),
1280 x 720(60p), 1920 X
1080(50i), 1920 x 1080(60i),
1920 x 1080(24p), 1920 x
1080(25p), 1920 x 1080(30p),
1920 x 1080(50p), 1920 X
1080(60p)

AUDIO RESAMPLING
48Khz PCM

HDMI VERSION
1.4b/2.0

HDCP PROTOCOL
HDCP 2.2

HOOK UP MULTIPLE UNITS TO PC
Support

.

* The above sheet data are based on the software and hardware platform from ClonerAlliance's test lab.
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MODEL:CA-10804KC

DIMENSIONS & WEIGHT

3.5(L)X1.6(W)X0.4(H) IN, 1.76 OZ

PORT TYPE

IN: HDMI Type-A, Female
OUTPUT: USB 3.0 Type-C, Male

INCLUDED ACCESSORIES

USB 3.0 Type-C Female to Male Adapter
USB 2.0 Type-A to Type-C Adapter

SUPPORTED OS

Windows 7/8/10, OS X 10.9 or later,
Linux, Android

FREE BONUS SOFTWARE

HDML-Cloner Pro Helper, MP4-Cloner,
ClonerAlliance App
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